What is claimed is: 

1 . A stick mounted with casters, comprising: 

a stick main body having a grip extending in a horizontal direction and extensible 
vertical rods connected to both ends of the grip, 

a horizontal loading table with a rectangular shape connected to a lower end of the 
stick main body and making the vertical rods to be self-standing through casters fixed at 
four corners of a lower face of the horizontal loading table, and 

a bag detachably attached on the horizontal loading table, wherein: 

the casters provided at the four corners of the horizontal loading table are attached 
to the horizontal loading table such that wheels each having an outer diameter in a range of 
30 to 60 mm can be freely moved on a horizontal plane in any moving directions by rotating 
rotational shafts in a horizontal plane, 

lower end sections of the vertical rods are fixed at both end sections of one of long 
sides of the horizontal loading table with the rectangular shape in a condition that the grip is 
in a posture extending along a longitudinal direction of the horizontal loading table with the 
rectangular shape, and the vertical rods are curved from said one of the long sides of the 
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vertical rods to be at a center section of the horizontal loading table. 

2. A stick mounted with casters as recited in claim 1, wherein the horizontal loading table is 
integrally formed of a plastic as a whole. 

3. A stick mounted with casters as recited in claim 2, wherein the horizontal loading table is 
integrally formed with ribs extending lengthwise and crosswise on the lower face of the 
horizontal loading table. 

4. A stick mounted with casters as recited in claim 2, wherein vertical walls are integrally 
formed with the horizontal loading table along short sides thereof, and the vertical walls are 
connected to connection pipes. 

5. A stick mounted with casters as recited in claim 1 , wherein a center position of the grip is 
placed at a position of 20 to 80 % when an interval between mounting positions of the 
casters fixed at both sides of the horizontal loading table is defined as 100 %. 
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6. A stick mounted with casters as recited in claim 1 , wherein an entire length of each of the 
vertical rods is a height from each of the lower ends of the casters to the grip in the 
condition that the grip is pulled up to the highest, and said height is in a range of 60 to 100 
cm. 
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7. A stick mounted with casters as recited in claim 1 , wherein the vertical rods are stopped 
by stoppers at a position that the grip is pulled up to the highest. 

8. A stick mounted with casters, comprising: 

10 a stick main body having a grip extending in a horizontal direction and extensible 

vertical rods connected to both ends of the grip, 

a horizontal loading table with a rectangular shape connected to a lower end of the 
stick main body and making the vertical rods to be self-standing through casters fixed at 
four corners of a lower face of the horizontal loading table, and 

15 a bag detachably attached on the horizontal loading table, wherein: 

the casters provided at the four corners of the horizontal loading table are attached 
to the horizontal loading table such that wheels each having an outer diameter in a range of 
30 to 60 mm can be freely moved on a horizontal plane in any moving directions by rotating 
rotational shafts in a horizontal plane, 

20 lower end sections of the vertical rods are fixed at both end sections of one of long 

sides of the horizontal loading table with the rectangular shape in a condition that the grip is 
in a posture extending along a longitudinal direction of the horizontal loading table with the 
rectangular shape, and the vertical rods are tilted from said one of the long sides of the 
rectangular shape toward a direction of placing the grip connected to upper ends of the 

25 vertical rods to be at a center section of the horizontal loading table. 

9. A stick mounted with casters as recited in claim 8, wherein the horizontal loading table is 
integrally formed of a plastic as a whole. 

30 1 0. A stick mounted with casters as recited in claim 9, wherein the horizontal loading table is 
integrally formed with ribs extending lengthwise and crosswise on the lower face of the 
horizontal loading table. 

11. A stick mounted with casters as recited in claim 9, wherein vertical walls are integrally 
35 formed with the horizontal loading table along short sides thereof, and the vertical walls are 
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connected to connection pipes. 

12. A stick mounted with casters as recited in claim 8, wherein a center position of the grip 
is placed at a position of 20 to 80 % when an interval between mounting positions of the 

5 casters fixed at both sides of the horizontal loading table is defined as 100 %. 

13. A stick mounted with casters as recited in claim 8, wherein an entire length of each of 
the vertical rods is a height from each of the lower ends of the casters to the grip in the 
condition that the grip is pulled up to the highest, said height is in a range of 60 to 100 cm. 
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14. A stick mounted with casters as recited in claim 8, wherein the vertical rods are stopped 
by stoppers at a position that the grip is pulled up to the highest. 

15. A stick mounted with casters, comprising: 

15 a stick main body having a grip extending in a horizontal direction and extensible 

vertical rods connected to both ends of the grip, 

a horizontal loading table with a rectangular shape connected to a lower end of the 
stick main body and making the vertical rods to be self -standing through casters fixed at 
four corners of a lower face of the horizontal loading table, and 

20 a bag detachably attached on the horizontal loading table, wherein: 

the casters provided at the four corners of the horizontal loading table are attached 
to the horizontal loading table such that wheels each having an outer diameter in a range of 
30 to 60 mm can be freely moved on a horizontal plane in any moving directions by rotating 
rotational shafts in a horizontal plane, 

25 lower end sections of the vertical rods are fixed at both end sections of one of long 

sides of the horizontal loading table with the rectangular shape under a condition that the 
grip of the stick main body is in a posture extending along a longitudinal direction of the 
horizontal loading table with the rectangular shape, the horizontal loading table are 
provided with protruding sections for fixing the casters at the side where the vertical rods 

30 are fixed, and the casters are disposed at lower faces of the protruding sections to thereby 
position the grip of the stick main body between the casters at both sides. 

16. A stick mounted with casters as recited in claim 15, wherein the horizontal loading table 
is integrally formed of a plastic as a whole. 

35 
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17. A stick mounted with casters as recited in claim 16, wherein the horizontal loading table 
is integrally formed with ribs extending lengthwise and crosswise on the lower face of the 
horizontal loading table. 

5 18. A stick mounted with casters as recited in claim 16, wherein vertical walls are integrally 
formed with the horizontal loading table along short sides thereof, and the vertical walls are 
connected to connection pipes. 

19. A stick mounted with casters as recited in claim 15, wherein a center position of the grip 
10 is placed at a position of 20 to 80 % when an interval between mounting positions of the 

casters fixed at both sides of the horizontal loading table is defined as 100 %. 

20. A stick mounted with casters as recited in claim 15, wherein an entire length of each of 
the vertical rods is a height from each of the lower ends of the casters to the grip in the 

15 condition that the grip is pulled up to the highest, said height is in a range of 60 to 100 cm. 

21. A stick mounted with casters as recited in claim 15, wherein the vertical rods are 
stepped by stoppers at a position that the grip is pulled up to the highest, 
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